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DeltaV 
Integration Tools
Supporting 
Bürkert 
Components Bürkert has launched the first round of DeltaV Integration Tools to 

speed up and simplify installing Bürkert components with DeltaV 
DCS. These files can be downloaded for free for each supported 
type and imported into DeltaV with no specialty licensing required! 
These tools include DeltaV Live faceplates, alarms, and digital 
signal tags for EtherNet/IP devices.

Reduced installation time and complexity in DeltaV facilities

Customized faceplates for diagnostics and troubleshooting included

Premade signal tags for those with EtherNet/IP and V14LTS and above

Step-by-step instructions for installation using Bürkert and DeltaV software tools

Image used courtesy of Emerson



Bürkert's DeltaV Tools now support the Type 8652 AirLINE 
valve island as well as the Type 8691 control head
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Looking to add some seamless integration?
Discover a simplified package designed for the efficient engineering 
and commissioning of pneumatic and valve control solutions
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We make ideas
flow.

Type 8652 - AirLINE – the valve island optimized for process 
automation

The Bürkert Type 8652 AirLINE is an electro-pneumatic valve island 
designed specifically for process automation, providing centralized 
control of multiple pilot valves in a compact, cabinet-optimized format. It 
features extensive diagnostics via an LC display and controller feedback, 
plus integrated pneumatic safety functions and multiprotocol industrial 
communication options to increase plant availability and reliability.

Type 8691 - Control head for decentralized automation of 
process valves

The Bürkert Type 8691 is a control head designed for decentralized 
automation of pneumatic process valves, integrating directly on top of 
the actuator to form a compact process valve unit. It uses a contact-free 
position sensor with teach-in function, integrated pilot valve, internal air 
channels, and bright LED status indication, and is available with industrial 
communication options such as AS-Interface, IO-Link, or büS. DeltaV 
tools available for IO-Link variant.
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